C-A MAINTENANCE, MODIFICATIONS, AND REPAIRS SCHEDULE

SHUTDOWN FOR SEPARATOR CONDITIONING -Rev. 1

RESULTS-1130hrs, May 1, 2002

R. Zaharatos— May 1, 2002

SCHEDULE SUMMARY
1 May 2002
Shutdown Begins(cooldown/AGS Ctrl'd Access LOTO) 0700hrs
Separator conditioning begins
AGS Ring job specific HP surveys. Install AGSHEBT area 0800hrs
Chipmunk if required.
Linac SNSto HEBT(BLIP on) 0830hrs
AGS access for scheduled jobs 0845hrs
SEB Switchyard Access for FES Group 0900-0930
AGS access ends 1000hrs

Secure AGS Ring remove HEBT chipmunk and AGSLOTO
Booster/AGS set-up with beam 1200hrs

Machine Areas Access :

AGS Controlled Access - South Gate 0845-1000hrs
Booster No Access

SEB Switchyard 0900-0930
Linac No access

PRIMARY JOBS

JOBS STATUS CODE: C complete IP in-process RSreschedule CAN cancelled
* additions
AGSRING

C 1. E15 Luminescence Loss Monitor - remove electronics for modif.(Inst.)(10mins.)
CAN 2. C20Loss Monitors - possibly change configuration(Inst.)(15mins)

C* 3. BTA QHS8 - check water flow.  (Adjusted water flow interlock)(Bannon)

C* 4. Repair RF Stations D and KL (Zaltsman)

AGSEXTERNAL

C 1. Westinghouse M/G - clean brushes and inspect rings



SEB SWITCHYARD

C 1. Check CP185 water mat.
C* 2. D Line section - check water mat down stream of large dipole

C 1. Access controls certification

LINAC

O 1. HEBT entry - reset SNS Laser



	C-A  MAINTENANCE,  MODIFICATIONS, AND REPAIRS SCHEDULE
	AGS RING

